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Data sheet

Model：AT55AA 

Series：AT Series 

Version：2024.V1.0
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AT55AA******* is indoor LED full color display AT series model, single cabinet is 

able to achieve the display ratio of 16:9 standard 2K resolution.It can fully achieve 

true seamless splicing with ultra-high brightness and contrast and ultra-wide 

viewing angle. This product has a service life of 100,000 hours.This product allows for 

full front maintenance and complies with VESA wall mounting standards. Instant 

Plug & Play function via HDMI interface.
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Cabinet Drawing

4K Solution
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Parameter

Model AT55AA

Physical

Parameter

LED AET Panel

Pixel Pitch(mm) 0.63

Cabinet Resolution(W*H) 1920*1080

Cabinet Size(W*H*D,mm) 1209.6*680.4*33.9

Diagonal Size 55 inch

Cabinet Area(㎡) 0.823

Cabinet Weight(kg) ≤18.8

Density(dot/㎡) 2,519,528

Aspect Ratio 16:9

Flatness(mm) ≤0.1

Maintenance Front

IP Rating ≥IP5X

Cabinet Material Die-cast aluminum/Aluminum-magnesium alloy

Installation Default Wall mounted, optional Portable Stand

Connection HDMI 1.4 Standard Video Signal

Optical

Parameter

Brightness(cd/㎡) 400~600 Adjustable

Color Temp(K) 500—10000 Adjustable

Viewing Angle(H/V,°) ≥160/≥160

Brightness Uniformity ≥97%
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Color Uniformity ±0.003Cx,Cy

Max Contrast Ratio ≥7000:1

Electrical

Parameter

Max Power Consumption(W/㎡) 400

Avg Power Consumption(W/㎡) 135

Power Supply 100-240VAC±15%

Processing

Parameter

Drive Mode Common Cathode Constant Current Driver 1/34

Frame Rate(Hz) 30-120

Refresh Rate(Hz) ≥3840

Color Depth(bits) 14-18

Brightness Adjustment Manual/Automatic

Operating

Parameter

Lifespan(hr) ≥100000

Operating/Storage Temp(℃) -10℃—45℃/-40℃—80℃

Operating/Storage Humidity(RH) 10-80%/30-60%

*Product information is subject to change without notice.
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