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1. General information
1.1 Notice

2016 © TP Vision Belgium NV All rights reserved. Specifications are subject to change without notice.
Trademarks are the property dfoninklijkePhilips Electronics NV or their respective owners. TP
Vision Belgium NV reserves the right to change productsg time without being obliged to adjust
earlier supplies accordingly.

TP Vision Belgium NV cannot be held responsible neither for any errors in the content of this
document nor for any problems as a result of the content in this document. Errors egprtPhilips
will be adapted and published on the Philips support website as soon as possible.

1.2 Help and support

Visit the Philips support website http://www.philips.com/support/ for:
1 Leaflet and productiocumentation
1 Download a printable PDF version of the user manual
1 Contact details of the helpdesk
91 Download thelatestavailable software

Visit the Philipsupport ticketing systerat http://philipshtv.supportsystem.comfor:
9 Entering after sales issues
1 Asking technical questions
1 Searching through thknowledge bas¢hat will enable you to find answers to questions we
receive on regular basis (FAQS)
1 An NDA sectiomvhich containsspecific questions thatequire an NDA to be in place to get
the detailed feedback

Visit the CMND website to findlanfo about CMNDnttps://cmnd.io/

Definitions, Acronyms and Abbreviations

[]: The values between brackets are referringatdV menu item
a: a The values between quotation marks are referring to a remote button
DVBT: Digital Video Broadcastinrg errestrial

DVBC Digital Video Broadcastinrgcable

HTTP: HyperText Transfer Protocol

IR Infrared

MB: Megabyte

MHz Megahertz

OSD On Screen Display

RC Remote Control

Sl: System Integrator

STBY: Standby

SW Software

TV Television

6| Page
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2. Requirementdefore starting the installatioof a TV

Before starting the installation, make sure that you have everything you need at hand.
You need a USickand a remote control.

2.1 Remote control

511 Master remote controP2AVE73 2.1.2 Guest remote control 22AV1503A

SLEEP

O

»>

éth

MY CHOICE

T

SETTINGS

UPGRADE

l.e@ 2 ABC DEF 3
4 GHI 5 sk MNo B
7 PORS 8 Tuv wxyz 9

SUBTITLE (@ TEXT

PHILIPS
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To access thEProfessional Settingamenu you have 2 possibilities:
1 Using the master remote control, press thew/ c key tahdt then press the
a1 2 YSk abBtigrdzé
1 Using the guest remote control, press the following kegguentialy: 6 o S MZ pZ T IpZoZa;} ¢

2.2 Professional Settings menu

Note: The sequenca&l 0 = m 2 ¢p X T 2willXhat Zhavw thelPepfessional Settindsf [High Security
option is enabled.

= 3
Upgrade and Clone

General Settings Install Channels Feature Settings 5
Settings

Switch On Settings Channel and Source... Advanced Settings Settings Overview

2.3 Software upgrade

For the best guest experience it is highly recommended to use the latest software version available.
Go to:http://www.philips.com/support/
9 Select your country, enter the model number and download the lasedtware version
available
1 Unzip the software and follow the instructions how to upgrade the software on the TV
1 The USB flash drive used for software upgrade must be formatted as FAT32 and preferably
empty to avoid an accidental upload @fvrong settingor software
f LdQa NI OGefirsyupgradestiie TV and afterwards to perform the installation

The latest software version and cloning data can be stored on the same USB drive for a 2 in 1 action:
software upgrade and cloning during the instant initidning.{ S S O Kimstadii Biti&l Gloning
(IICE F2NJ Y2NB AYyTF2NXIGAZ2Y D

10| Page


http://www.philips.com/support/

PHILIPS

3 Starting the installation
It is important to know if a TV is Wirgin mode (out of the box) of it has beerinstalled before.

3.1Virgin mode

If you can see below screen, youkno 4 K G GKS ¢+ A& Ay W2 dzi

27T
set by using procedure described in chapgiet A NBA Y A gféismdnfial. 6 AT | NRé£

| Instant Initial Cloning enables to
clone a large number of TVs out of
the box (Virgin Mode).

This is achieved by cloning via USB
or RF.

Please check following website

"www philips.com/support” for latest
Firmware for the Model:
<32HFL3011T/125,

Current Firmware Version is:
<TPN161HE_001.410.000.002>
Download the Firmware if different and
use the same to upgrade the TV, before
configuring or using the TV.

1IC is currently searching USB and RF ...

11| Page
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If you set is not in virgin mode you can check if the professiomadle is ON or OFF.his can be
done by opening the professional meru ¢ > M3~ P TEPEp ¥d DA !¢ LAy I (G2 da! ROl y(
LINBaaAy3d ahvYeo

3.2ProfessionaMode ONOFF

See below screensht know ifthe professionamode isON or OFF.

Professionainode ONOFE

Professional Mode S... Professional Mode
Power

Input Control

Security

Vsecure

Serial Xpress

Ul
Diagnostic Logging
Reset

When you enable/disable there is a clear difference seen when ope
the [Home] menu.

Professional mode ON

]

General Settings

Watch TV

12| Page
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Professional mode OFF

‘ -
Watch TV

3.2.1 Disable the Professiomalode

Open the ProfessionalSettingg menu.

1 Go to[AdvancedSettingg, select[Professional ModeSettingg ,select[Professional Modé
and selecfOffl® / 2y FAOKN GAGK a
PresiBack until you exit the Professional settingsmenu

1
1 Reboot the TV, after the reboot your TV willloager be in Professional Mode

Remark Professional displays operating in an installation with professional mode turned off will not
be granted the privilege of using any of the support means like the helpdesk or the sig&ism.

3.2.2 Enable the Professiahmode

Open the Professional Settingamenu.

1 Go to[AdvancedSettingd, select[Professional ModeSettingg, select[Professional Modé
andselecfOn® / 2y FAOY GAGK A&

1 PressiBack until you exit the Professional settingsmenu

1 You will see aotification that the TV needs to restart to apply some settings

1 Reboot the TV, after the reboot your TV will be in Professional Mode

13| Page
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4 ReinstalllVv

If you want to start an installation from scratch you can always reinstall théAll'gettingswill be
reset to thedefault values andhstalled channels will be deleted

Open the[Professional Settingsineny, go to [Advanced Settingshnd navigate tqReset] press
right cursor and sele¢Re-install TV]

Professional Mode S... Reset Settings
Power Re-install TV
Input Control

Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset
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5 Virgin nstallation wizard

When youget a new TV it wilbe in virgin mode. This means that you will have to go through the
virgin installation wizard to perform the first configuration of thé. T

5.1 Instant Initial Cloning (11C)

5.1.1 General

When starting up the TV in virgin mode you see the ficseen indicating Instant Initial Cloning (IIC).
The TV is now searching on U&mI RF for a new clone file containing all new settings for the TV.

You can also see the model name and SW version of thi thi€re is no need to load a clone file on
this TV (for example if you want to make a new installation to create a master clone file) then you
YSSR (DKLINRZE OCGAGFGS (KS alALl odzid2y o

| Instant Initial Cloning enables to IIC is currently searching USB and RF ...
clone a large number of TVs out of
the box (Virgin Mode).

This is achieved by cloning viaUSB |
or RF.

Please check following website ‘
www.philips.com/support” for latest |
Firmware for the Model:
<32HFL3011T/12>,

Current Firmware Version is:
<TPN161HE_001.410.000.002>

Download the Firmware if different and
use the same to upgrade the TV, before

configuring or using the TV.

5.1.2 Upgrading and configuring the set

If you want to upgrade the TV software and load a new clone file in the TV you have to p#réorm
following steps:

1 Power on the set in virgin mode

1 Insert a USB device with both the new SW and the clone file you want to load in the TV

1 The TV will first upgde the new SW version. After upgrade of new SW version is done, the
TV will restart and will detect the clone file to update the TV settings.

Name Remarkr 'y 9l ae{dzAdS onmm dzLJANI RS (
have to be run sequentially. The first is the Autorupg which
TPN161HE CloneData contains the firmware forTV. And the Autorun_webkit.upg
|| Autorun.upg which contains the web browser engine.
|| Autorun_webkit.upg
Note: If multiple clone files are on a USB devicefitbecalled
GaladSNYt2yS5Fidl¢ gAfft 0SS dz&ASR T2

15| Page



9 During this process you will séalowing:
o Detection of the Clone file
0 SWupgradewillstait 6024 K !t DQa ¢Aff 6S LINPINFYYSR
0 Cloning update progress will be shown
0 You have to press OK to close the overview scré¥mill then reboot with the new
settings and software

RemarkIfyoudoi LINBaa hyzX (G4KS ¢+ gAff 32 G2 &Gk yRoe& |

5.2 Virgin Configuration

When you skip the [IC screen you will have to set several settings:
Language selection

T sl Here you can choose the ma

g::;;pw languageof the TV menu.
Dansk

Deutsch

Eesti keel

EAAnVika

English

Espaiiol

Frangais

Country selection

| Select your country, then Bulgaria
press OK

Croata Here you can choose the count
Czech Republic where the TV will be installed in.

Denmark
Estonia

o This setting has an influence ¢
France clock and channel installation

Georgia

Germany
Greece

Picture style

Picture Style Standard
Natural

Standard will have the best
energy consumption

Select the Default Picture Style that will be
applied at switch ON of the TV.

"Standard" Picture Style has the lowest power
consumption.

Natural will be display more colo
and contrast and will seem brighte

"Natural” Picture Style is the recommended
setting for a brighter picture .

Other Picture Styles can be selected in the
Professional Setup menu.

Other styles can be selected in tt
professional menu.
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Room ID

Room ID is used tmentify the TV
in a specific room

laAy 3 A5A3A0 y
define the Room ID.

After finishingthe Virgin installatin you will see below professional settings menu.

= 3
Upgrade and Clone

General Settings Install Channels Feature Settings ;
Settings

Switch On Settings Channel and Source... Advanced Settings Settings Overview

17| Page



6 Professional Settings

PHILIPS

Below you can find an overview of all the professional settings with a small description of what the
function or impact is on the TWhe professional settings are divided in several parts on this set.

Below you can see an overview per menu item.

—

General Settings Install Channels Feature Settings

Switch On Settings Channel and Source... Advanced Settings

6.1 General Settings

6.1.1 Picture Settings

Upgrade and Clone

Settings

Settings Overview

Here you can find all advanced picture settings that will be set each time the Tv staifhege

QX
(0p))
et

GdAy3a OFLyQld 068 OKIFy3SR

Advanced Activity Style v
Colour Game

Contrast Computer
Sharpness

GKS 3FdzSaito
[Activity style]

This setting will change th
response time of the Tv
Depending on the chose
setting,[TV]

[Game] or [Computed.
Please experiment for bes
result in your environment.

When changing tc
[Computer] this will have an
impact as well on the
overscan setting.

18| Page
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[Colour enhancement] will
have an influence on hov
Activity Style P S— vivid the pictures will be
Colour Colour temperature Depending on the set you ca
g have less or more boosting ¢
Sharpness

the colours.
[Colour Temperature] will
change the complete color
temperature. You can use th
standard settings or go for
custom setting wheregqu can
influence RGB separately

[Contrast]

Activity Style Contrast modes Under this Category you. wi
Colour Dynamic contrast be able to change evything

Contrast Brightness pertaining to contrast
Sharpness Video contrast

Gamma

[Contrast modes]

Here you can influence th
contrast mode meaning tha

Activity Style Contrast modes off

Colour Dynamic contrast Standard X )
Contrast Brightness Best Power depending on the setting

Sharpness Video contrast Best Picture there will be a hlgh or lowe

Gamma

difference between white anc
dark value.

This setting will also influenc
the energy consumption o
the set

19| Page



Activity Style
Colour
Contrast
Sharpness

Activity Style
Colour
Contrast
Sharpness

Activity Style
Colour
Contrast
Sharpness

Contrast modes
Dynamic contrast
Brightness

Video contrast
Gamma

Contrast modes
Dynamic contrast
Brightness

Video contrast
Gamma

Contrast modes
Dynamic contrast
Brightness

Video contrast
Gamma

off
Minimum
Medium
Maximum

PHILIPS

[Dynamic Contrast]

If turned o the Tv will
automatically  adapt the
contrast to thecontent that is
being displayed

[Brightnes$

This setting will adjust the
brightness of the displaye:
content

[Video Contrast]

This setting will change th
contrast of the video. Wher
set to 0 the video will not be
visible anymore.

20| Page



Activity Style
Colour
Contrast
Sharpness

Contrast modes
Dynamic contrast
Brightness

Video contrast

' Gamma

Activity Style Super resolution
Colour Noise reduction
Contrast MPEG artefact reduc...
Sharpness

Super resolution
Noise reduction
MPEG artefact reduc...

PHILIPS

[Gamma]

You will see a slider to set
non-linear setting for picture
luminance and contrast

Note: This is an expert use
settings and should mmally
not be changed

[Sharpness]

Below this category you ca
find the settings that will
influence the sharpness dfi¢
content displayed on the TV

[Super resolution]
Super resolution will adc

sharpness on the contour
and lines showmnscreen
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[Noise Reduction]
Activity Style Super resolution off . . . -
Belonr BTG uction Minimum This gettln_g will agd nois
Contrast MPEG artefact reduc... Medium reduction filters to filter out
Sharpness Maximum any noise that mighbe there
in the incoming signal

[MPEG artefact reduction]

Activity Style Super resolution When turned on the setting
Colour Noise reduction will help smoothen digita

trast tefact redu... e
Contige EERHtefact redu transitions onscreen.
Sharpness

6.1.2 Sound Settings
[Surround mode]

Picture Surround mode Stereo This setting will influence the

Incredible d
S Advanced PSSR surround sound effect on the
General settings )

internal speakers of th&V
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Surround mode
Advanced

Surround mode
Advanced

Surround mode
Advanced

Auto volume leveling

TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC
Audio out delay
Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

off

On

EasyLink

EasyLink autostart

PHILIPS

[Auto volume leveling]

When turned on this feature
will try to equalize the volume
differences betweemifferent
media

[TV Speakers]

TVSpeakers can be turned
[On] or [Off]. Also you can
choose to use external
speakers which you can
control usingEasyLink]

If the external speakers need
to automatically start when
the TV is turned on then use
[Easylinkautostart]

[Headphones]

Turn[On] or [Off] to enable
the headphone jack
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Surround mode
Advanced

Surround mode
Advanced

Surround mode
Advanced

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume

" Clear Sound

Audio out format
HDMI 1-ARC
Audio out delay
Audio out offset

PHILIPS

[Bathroom speaker]

Turn[On] or [Off] to control
the audio out jack

[Maximum volume]

This setting will limit the
maximum volume that a
guest will be able to reach on
his TV

[Clear Sound]

Select if you want to switch
the Clear Sound to improve
the sound for speecfOn] or

[Off]
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Surround mode
Advanced

Surround mode
Advanced

Surround mode
Advanced

Auto volume leveling Stereo

TV speakers Multichannel
Headphone

Bathroom Speaker

Maximum Volume

Clear Sound

Audio out format

HDMI 1-ARC

Audio out delay

Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume

Clear Sound

Audio out format
HDMI 1-ARC
Audio out delay
Audio out offset

PHILIPS

[Audio Out Format]

Set the audio out signal of thi
TV to fit with the sound
capabilities of the connected
Home Theatre System to
[Multichannel] or [Stereo]

[HDMI 1¢ ARC]

Turn[On] or [Off] to control
the Audio Return Channel on
HDMI port 1

[Audio Out Delay]

Switch the delay if a sound
delay is set on the Home
Theatre System tfOn] or
[Off]
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Surround mode
Advanced

Auto volume leveling
TV speakers
Headphone
Bathroom Speaker
Maximum Volume
Clear Sound

Audio out format
HDMI 1-ARC

Audio out delay
Audio out offset

6.1.3 General Settings

Picture
Sound

General settings

TV placement

On the Wall
On a TV stand

PHILIPS

[Audio Out Offset]

Set an audio offset if you
cannot set a sound delay on
the Home Theatre System by
changing the slider value

[TV Placement]

You can adjust the T
placement by selectindOn
the wall] or [On a TV stand]
changing this will have a
influence on the sounc
performane
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6.2 Switch on Settings

These settings will be used as default each time the TV will be switched on.

6.2.1 Channel Settings

[Channel]

‘mmh:n"cﬁ::::e' [Switch on channel filter]

will configure the T\¢hannel
list that will be available for
the guest at start up

In[Switch on Channellyou

JErste HD are abé to choose the startug
ZDF HD

RTLHD channel
Sat.1 HD

ProSieben HD

RTL2 HD

kabel eins HD

VOX HD

3SatHD

ServusTV HD

WDR Kdin HD

Channel Switch On Channel F...
Feature Settings (Switch On Channel
Picture

Sound

Subtitles

Region And Language

© O N A W N -
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6.2.2 Feature Settings

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

6.2.3Picture Settings

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

"'Switch On Feature

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

- None
Smartinfo

MyChoice startup. Depending on the

PHILIPS

[Switch on feature]will
configure the featurahat will
be available for the guest at

enabled featureshe choices
might vary.

[MyChoice]will start the
application which requests
the PIN cod

[Smartinfo] will start the
Smartnfo feature after TV
starts up

[None] will disable the
startup feature.

[Picture Style]

e Change the defauPicture
Vivid

Natural Style to your preference

Standard
Movie

Photo

Energy saving

[Restore Style]

Restore the style to its defaul
values
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Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

PHILIPS

[Picture Format]

Fit to screen Will determine in which size
i ) the content on theTVwill be
Movie expand 16:9

Wide screen displayed

Unscaled

4:3

[Colour]

To change saturation you cal
edit this setting to your liking

[Contrast]

To change the contrast of the
content displayed on the TV
you can increase or decreast
this setting
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Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

6.2.4 Sound Settings

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Picture style
Restore style
Picture format
Colour
Contrast
Sharpness

Volume
Sound style
Restore style
Bass

Treble

Volume
Sound style
Restore style
Bass

Treble

TV Speakers
Headphone

Bathroom Speakers

Personal
Original
Movie
Music
Game
News

PHILIPS

[Sharpness]

To change the sharpness of
the content displayed on the
TV you can increase or
decrease this setting

[Volume]

Here you can configure the
startup value for our three
audio outputs]TV Speakers],
[Headphone]and[Bathroom
Speakers]

[Sound Style]

Change the default sound
style to your preference
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Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Channel

Feature Settings
Picture

Sound

Subtitles

Region And Language

Volume
Sound style
Restore style
Bass

Treble

Volume
Sound style
Restore style
Bass

Treble

Volume
Sound style
Restore style
Bass

Treble

PHILIPS

[Restore Style]

Restore the style to its defaul
values

[Bass]

Adjust the bass by increasing
or decreasing this setting

[Treble]

Adjust the treble by

increasing or decreasing this
setting
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[Subtitles]

6.2.5 Subtitles

Channel off To enable subtitles you can
Tt
Feature Settings On

turn [On] the subtitle feature.
Picture Automatic
Sound If you want to have the
sﬂbﬂﬂud subtitles (when available)

ion And Lal . .

I each time the sound is mutec
then selecfAutomatic] or
[Off] to disable

6.2.6 Region and Language
[Menu Language]

Channel Menu language Arabic
i pieg . To change the default menu
Feature Settings Bulgarian

Picture Czech language for the guest you
Sound Danish can edit this setting to the

Subtitles German preferred Ianguage
Region And Language Estonian ’

Greek
English
Spanish
French
Irish

6.3Install Channels

Check out chapter 7 for channel installation.
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6.4 Channel and Source Settings

6.4.1 Channel Settings

[Manage  Channels and

Sources]

Here you are able to manag
your channel list. Reordering
hiding or blanking channel
are all options you can choos

Note: The channel list ca
also be edited using CMNI
This is by far the easie
method d organizing your
channel list

1
Das Erste HD -

--

[Enable Sources]

Channel Settings
Common interface
Languages

Manage Channels an...
Enable Sources
Media Channels

Using checkboxes you ce
enable ordisable all source!

EasyLink

Mono/Stereo Prefere...

Automatic channel u...
Channel update mes...
Display Scrambled C...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Enable EPG
Enable Subtitles
Enable Teletext
Enable MHEG

Manage Channels an...

Enable Sources
Media Channels

Automatic channel u...
Channel update mes...
Display Scrambled C...

Enable EPG
Enable Subtitles
Enable Teletext
Enable MHEG

separately

[Media channels]

Change setting to enable ¢
disable Media Channels.
Media channels refer to
Media files that are mappe
as channels as part ofa
combined channel list. Media
channes can be createdrbm
Audio, Video or Image files

Note: Check appendix 1 for ¢
example
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Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

PHILIPS

[Automatic Channel update]

Manage Channels an...

Enable Sources Change setting to enable ¢
Media Channels disable automatic channe
Automatic channel ... update

Channel update mes...

Display Scrambled C...

Enable EPG
Enable Subtitles
Enable Teletext
Enable MHEG

Manage Channels an...
Enable Sources
Media Channels
Automatic channel u...
Channel update me...
Display Scrambled C...

Enable EPG
Enable Subtitles
Enable Teletext
Enable MHEG

Manage Channels an...
Enable Sources
Media Channels
Automatic channel u...

Channel update mes...

Enable Subtitles
Enable Teletext
Enable MHEG

[Channel update message]

Changesetting to enable or
disable showing a messa(
after automatic clannel
update has been performed

[Display scrambled channe
banner]

Enable this setting and yo
will see a message o0
scrambled channels indicatin
that they are scrambled
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[Enable EPG]

Channel Settings Manage Channels an... ) Change setting to enable c
Common interface Enable Sources es disable the Electronic
Languages Media Channels .

ProgramGuide

Display Scrafbled C...
nable EPG

Enable Subtitles

Enable Teletext

Enable MHEG

[Enable Subtitles]

Change setting to enable

Channel Settings Manage Channels an... disable the subtitle feature
Common interface Enable Sources

Languages Media Channels
EasyLink Automatic channel u...

o Enable Subtitles

Enable EPY

(1 Enable Subtitles
Enable Teletext
Enable MHEG

[Enable Teletext]

Channel Settings Manage Channels an... Change Setting to enable ¢

Common interface Enable Sources disable Teletext
Languages Media Channels

EasyLink Automatic channel u...
Mono/Stereo Prefere... Channel update mes...

o Enable Teletext

Enable Subufles
"Enable Teletext
Enable MHEG
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[EnableMHEG]
Channel Settings Manage Channels an... Change setting teenable or
Common interface Enable Sources [ disable MHEG.
Languages Media Channels
EasyLink Automatic channel u... . .
Mono/Stereo Prefere... Channel update mes... Note: MHEGwill onIy work if
Display Scrambled C... the country selected at th

time of broadcast installatior
supports this feature.

6.4.2 Common Interface
[CI+ enable]

Change setting to enable ¢
disable the CI+ interfacén
the TV

Channel Settings " Cl+Enable

[Common Interface
application]

Channel Settings Cl + Enable No ClI Card presented

Common interface i icati Open to select Cl+ specit

uages . .
S application
o Open the application of the CAM module inserted in the Common Interface slot of the TV.

36| Page



6.4.3 Languages

Channel Settings
Common interface
Languages
EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Czech
DELTE]
Dutch
English
Estonian
Finnish
French
Gaelic
Gallegan
German

Original language
Arabic
Basque
Bulgarian
Catalan
Croatian
Czech
Danish
Dutch
English
Estonian

Czech
Danish
Dutch
English
Estonian
Finnish
French
Gaelic
Gallegan
German
Greek

PHILIPS

[Primary Audio]
Choose language that will b

the preferred primary audic
language

[Secondary Audio]
Choose language that witle

the preferred secondary audi
language

[Primary Subtitles]
Choose language that will b

the preferred primary subtitle
language
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Channel Settings
Common interface
Languages
EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages
EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages

EasyLink

Mono/Stereo Prefere...

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Arabic
Basque
Bulgarian
Catalan
Croatian
Czech
Danish
Dutch
English
Estonian
Finnish

Czech
Danish
Dutch
English
Estonian
Finnish
French
Gaelic
Gallegan
German
Greek

Arabic
Basque
Bulgarian
Catalan
Croatian
Czech
Danish
Dutch
English
Estonian
Finnish

PHILIPS

[Secondary Subtitles]

Choose language that will b
the preferred secondary
subtitle language

[Primary Text]

Choose language that will b
the preferred primary Tex
language. Whichsi used as
language in broadcast

[Secondary Text]

Choose language that will b
the preferred secondary Te»
language. Whichsi used as
language in broadcas
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Channel Settings
Common interface
Languages
EasyLink

Mono/Stereo Prefere...

Channel Settings
Common interface
Languages
EasyLink

Mono/Stereo Prefere...

6.4.4 EasyLink

Channel Settings
Common interface
Languages

EasyLink
Mono/Stereo Prefere...

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired
Audio description

Primary audio
Secondary audio
Primary subtitles
Secondary subtitles
Primary Text
Secondary Text
Hearing impaired

""Audio description

Enable
Break-in Enable

EasyLink Remote Co...

Audio description

PHILIPS

[Hearing impaired]

Switching on this setting wi
enable adapted audio an
subtitles when available

[Audio Description]

When enabled this setting wi
add audio commentary to the
visible broadcast  wher
available

[Enable]

Enabling Easylink wi
configure the Tv to use HDN
CEC
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[Breakin Enable]

Channel Settings Enable

Common interface Break-in Enable When turned on theTV will
Languages EasyLink Remote Co... respond to any HDMI CE
— devices breakig in

Mono/Stereo Prefere...

[Easylink Remote Control]

Channel Settings Enable

Common interface Break-in Enable When enabled it will be

e ISemote Control possible to control the

f::,’,f,':;,eop,efe,e external HDMI device usin
the ¢ + @raote control.

Note: For this to work the
external device neabls to
support HDMI CEC message

6.4.5 Mono/stereo Preference

[Mono/Stereo]
Channel Settings | Choose your outgoing audio
Common interface format

Languages
EasyLink
Mono/Stereo Prefer...
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6.5 Feature Settings
6.5.1 Room ID

RoomID
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time

Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

6.5.2 Smartinfo

RoomiD
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

6.5.3 ThemeTv

RoomID
Smartinfo
ThemeTV
MyChoice
Scheduling

Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

Show
Browser

PHILIPS

[Room ID]

Here you can configure the
Room ID for this specific TV.

b23SY w22Y L5
cloneable setting so it will
need to be adapted for every
TV if used.

[Smartinfo]

Here you can choose the
mode of Smartinfo[Off] will
disable SmartinfdShow]will
enable picture slideshow
based Smartinfo Show.
[Browser]will enable
Smartinfo Browser which is
the browser based version of
Smartinfo.

[ThemeTv]

When erabled this will allow
for the channels to be
categorizedThe guest can
bring up thesecategories and
base his viewing choice on
this.

To configure ThemeTv you
can use CMND
(http://cmnd.io) orr you can
edit the Channel List XML.
You can findhn example
attached asAppendix 1
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6.5.4 MyChoice

RoomID
Smartinfo
ThemeTV
MyChoice
Scheduling

Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

6.5.5 Scheduler

RoomID
Smartinfo
ThemeTV
MyChoice
Scheduling

Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

‘ ‘Enable
Request for PIN

Setup Free Package
Setup Pay Package 1
Setup Pay Package 2

Scheduler

Schedule 1
Schedule 2
Schedule 3
Schedule 4
Schedule 5
Schedule 6
Schedule 7

PHILIPS

[MyChoice]

First of all you carfEnable]
the feature. If set tdOn] you
can start by setting up the
different packages by addin
or removing channels fron
the pakages.

[Request for PIN]will force
the guest to enter his PII
code every time thel'Vstarts
up. This feature can be use
in locations were gues
change happens very often ¢
to make sure explicit conten
will need a valid PIN to b
shown.

Note: More ifiormation on
setting up MyChoice can k
found in chapter 9

[Scheduling]

On/Off Scheduler is a featur
inherited from Signage line ¢
products. This feature enable
the Sl to set specific times, i
which TV can be
automatically turned onor

Turned off.

It also allows the TV ft
override the
SwitchOnChannel and Switc
On Feature settingsafter
been wdken up by the
Scheduler, which maintain
its own list of wakeup
sources.
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6.5.6 Date & Time

RoomID
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

RoomiD
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

RoomiD
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time

Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

Date & Time Source
Date & Time Source ...
Timezone Country
Automatic Daylight ...
Time offset

Date & Time Source
BaEEE& Time Sourc...
Timezone Country
Automatic Daylight ...

Time offset

Date & Time Source
Date & Time Source ...

(Timezone Country
Automatic Daylight ...
Time offset

| Automatic - Channels
Manual

Das Erste HD
ZDF HD

RTL HD
Sat.1 HD
ProSieben HD
RTL2 HD
kabel eins HD
VOX HD

3Sat HD
ServusTV HD
WDR Kéin HD

© @ NG A W N =
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Bulgaria
Croatia

Czech Republic
Denmark
Estonia

Finland

France

Georgia
Germany
Greece

PHILIPS

[Date & TimeSourcé

Choose date &me source by
choosing between
[Automatic ¢ Channels] or
[Manual]

Note: [Manual] needs to be
selected when using SXP ¢
top boxes who configure th
clock using SXP commands

[Date & Time Source
Channel]

When configured to get the
time from a channelou use
this setting to choose whicl
channel to get your time
from.

Note: Preferably the startuj
channel of the T\6 also usec
for time download

[Timezone Country]

Choosing the time zone ca
be done by selecting countr
here
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RoomiID Date & Time Source

Smartinfo Date & Time Source ...

ThemeTV Timezone Country

MyChoice (WAutomatic Daylight...

Scheduling Time offset
Date & Time
Switch off timer

On Screen Clock
External Clock
Welcome Logo
USB Autoplay

RoomlD Date & Time Source

Smartinfo Date & Time Source ...

ThemeTV Timezone Country

MyChoice Automatic Daylight ...

Scheduling [ Time offset
Date & Time

Switch off timer

On Screen Clock

External Clock

Welcome Logo

USB Autoplay

6.5.7 Switch Off timer

RoomlD
Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time

Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

240 mins

PHILIPS

[Automatic DaylightSavings]

Enable or disable the
adaptation of the TV clock t
daylight savings time

[Time Offset]

If needed the clock can b
adapted with an offset to
suite every scenario

[Switch off timer]

This setting can be configure
between 240 minutes and Of
where Off disables the
feature

Values are 240,120,60,30 ar
Off
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6.5.8 On screen clock

RoomID Display Clock Alway...
Smartinfo Display Clock on Ra...
ThemeTV Clock Format
MyChoice

Scheduling

Date & Time
Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

6.5.9 External Clock

RoomID " Enable
Smartinfo Brightness At Dim Li...
ThemeTV Brightness At Intens...
MyChoice Light Sensor Sensitiv...
Scheduling

Date & Time

Switch off timer

On Screen Clock

External Clock

Welcome Logo

USB Autoplay

6.5.10 Welcome Logo

RoomID ~ Enable
Smartinfo Time Out
ThemeTV

MyChoice

Scheduling

Date & Time

Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

PHILIPS

[On screen clock]

When set to[Yes] [Display
clock always in standbyill
show a clock when TV is
standby

[Display clock on Radic
channels] will enable or
disable clock being shown c
radio channels

[Clock format] can be
configured to [24 hour] or
[AM/PM]

[External Clock]

[Enable] configures  the
feature. When turned[Yeg

the clock can be configured t
reactto the environment light

[Brightness A Dim light] and
[Brightness Atlntense light]

can be used tochange the
brightness behavior

[Light Sensor Sensitivityyvill
also change external cloc
behavior.

Note: For this feature to worl
you need the extraaccessory
22AV1120C

When [Enable]is set to[On]
there will be @ image shown
on startup of the TV

The [Time  Out] will

determine how log the
image is shown on startup
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6.5.11 USB Autoplay

Smartinfo
ThemeTV
MyChoice
Scheduling
Date & Time
Switch off timer

On Screen Clock
External Clock
Welcome Logo
USB Autoplay

USB Media Browser

6.5.12 USB Media Browser

ThemeTV
MyChoice
Scheduling

Date & Time

Switch off timer

On Screen Clock
External Clock
Welcome Logo

USB Autoplay

USB Media Browser
Multi Remote Control

6.5.13 Multi Remote Control

ThemeTV
MyChoice
Scheduling

Date & Time
Switch off timer
On Screen Clock

External Clock
Welcome Logo

USB Autoplay

USB Media Browser
Multi Remote Control

PHILIPS

[USB Autoplay]

When enabled this will allov
for media playback using th
USB stick once th&V starts
up. This feature can be use
for instance for showing hote
information in the lobby

[USB Media Browser]

When enabled this will givi
the gue$ access to the US
interface br playing back an
media files

Here you can configure th
Multi Remote feature. This
can be used when multipl
sets are in Sl OK 2
vicinity to make sure the R
ar3dylta F NBy ¢
wrong TV

Note: When changing thi
setting in the menu it wil
immediately become active <
there will be a need ftc
reprogram the remote to the
chosen setting. For more
configuraton information
check Appendix 2
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6.6 Advanced settings
6.6.1Professional mode

Professional Mode S...
Power

Input Control

Security

Vsecure

Serial Xpress

Ul

Diagnostic Logging
Reset

6.6.2 Power

Professional Mode S...
Power
Input Control
Security
Vsecure
Serial Xpress
ul
Diagnostic Logging
Reset

Professional Mode S...
Power
Input Control
Security
Vsecure
Serial Xpress
ul
Diagnostic Logging
Reset

""Professional Mode

Power On
Standby Mode
Reboot Everyday
Auto Standby

Power On

[ Standby Mode
Reboot Everyday
Auto Standby

Turn  [On] to enable
professional mode, turrfOff]
to disable the professione
mode

b23iSY ¢+Q&8 6K
mode is turned off will not bt
eligible for support!

[Power ON]will start up the
set to the requestd staie

[Standby] will start the set in
Standby when the set i
powered. [On] will boot the
set immaliately after power
is received

[Standby Mode] will change
the standby behavior of the
TV.[Green]will power off the
set. This is the best enerc
savhg mode

[Fast] mode will keep the se
awake enough to boot fas
and show AV as soon :
possible
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Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

6.6.3 Inputcontrol

Professional Mode S...
Power

Input Control

Security

Vsecure

Serial Xpress

ul
Diagnostic Logging
Reset

Power On

Standby Mode

[ Reboot Everyday
Auto Standby

Power On

Standby Mode

Reboot Everyday
(" Auto Standby

I Local Keyboard Lock

Remote Control Lock

"WatchTV" RC Key M...

IR Decoding Mode

PHILIPS

[Reboot Everyday]will only
be available if [Fast is
selected as Standby mode.

When enabled this setting wi
reboot the set once a day i
the background to mak sure
to refresh the memory
settings every day

When [Fast] is selected the
preferred setting for this i
[On]

[Auto Standby]when enabled
will put the TV to standby
after 4 hours without any
interaction (according to El
regulation)

[Local Keyboard Lockjwill
lock the local keyboard i
available. [On] will block
everything except the powe
button.

[All] will block the power
button as well.

48| Page



Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

Professional Mode S...
Power

Input Control
Security
Vsecure
Serial Xpress

ul
Diagnostic Logging
Reset

Professional Mode S...
Power

Input Control

Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

Local Keyboard Lock

{"Remote Control Lock

"WatchTV" RC Key M...
IR Decoding Mode

Local Keyboard Lock
Remote Control Lock

[FWatehTV" RC Key ...
IR Decoding Mode

Local Keyboard Lock
Remote Control Lock

"WatchTV" RC Key M...

~ Channels
CVBS
YPbPr
HDMI1
HDMI2
HDMI3

PHILIPS

[Remote Control Lockjvhen
turned [On] the normal
NBY203S 62y Qi
Ths¢y o6S dzaSR
are used

Note: The master remote wi
continue to work even witt
this feature turnedOn]

waz2l G§OKe@dE w/
instead of going to Tv sourc
the button can be overridder
to move b the selected input

[IR Decoding mode]

This will change the systel
code for the remote control.
Choices ar¢RC5]or [RC6]

Note: After exiting themenu
the setting will become
immediately active so ther:
will be a need toswitch
system on the RC asll
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6.6.4 Security

Professional Mode S... High Security
Power

Input Control
Security
Vsecure
Serial Xpress

ul
Diagnostic Logging
Reset

PHILIPS

[High Security]

When turned[On] the TV will
block all key codes to ope
special medzQ a f A
professional menu

Note: This 8 Say Qi |
Master remote
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The Vecuresystem, defines a method to prevent unauthorized viewing and copying of digital video
data that is broadcasted on a closed hospitality television network. For this purpose, the VSecure
system provides a method of scrambling the digital Audio/video datheaheadend, and a method

of descrambling the Audio/video data inside the clients such as television sets. The descrambling
keys are transported from the heefly R (i 2

6.6.5 Vsecure

LINE

key.

GKS Of ASylda dzyRSNJI GKS

To receive more informain on this system and how to configure it you can create a ticket at

https://philipshtv.supportsystem.comfequesting more information.

Professional Mode S...

Power

Input Control
Security
Vsecure
Serial Xpress
ul

| Vsecure Keys Via U...

Vsecure Keys Via RF

Frequency (Vsecure ...

Medium(Vsecure RF)

Symbol Rate(Vsecur...

Vsecure Key to Erase
Erase selected Key

[Vsecure Keys Via USB]

Load Keys to USB
Load Keys to TV
Self Test

Load yourVsecurekeys using
a USB stick

Diagnostic Logging
Reset

[Vsecure Keys Via RF]

It is possible to stuff the
Vsecure keys in the TS form
as well.

Professional Mode S...

Vsecure Keys Via USB . off
Power [ Vsecure Keys Via RF On

Input Control
Security

Frequency (Vsecure ...
Medium(Vsecure RF)
Vsecure Symbol Rate(Vsecur...
Serial Xpress Vsecure Key to Erase
ul Erase selected Key
Diagnostic Logging

Reset

When turned[On] the TV will
check for the keyssing RF
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Professional Mode S...

Power

Input Control
Security

Serial Xpress

ul

Diagnostic Logging
Reset

Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

Professional Mode S...

Power

Input Control
Security
Vsecure
Serial Xpress

ul
Diagnostic Logging
Reset

Vsecure Keys Via USB
Vsecure Keys Via RF
[Frequency (Vsecure...
Medium(Vsecure RF)
Symbol Rate(Vsecur...
Vsecure Key to Erase

Erase selected Key

Vsecure Keys Via USB
Vsecure Keys Via RF
Frequency (Vsecure ...

(1 Medium(Vsecure RF)

Symbol Rate(Vsecur...
Vsecure Key to Erase
Erase selected Key

Vsecure Keys Via USB
Vsecure Keys Via RF
Frequency (Vsecure ...
Medium(Vsecure RF)
JSybol Rate(Vsecu...
Vsecure Key to Erase
Erase selected Key

PHILIPS

[Frequency (Vsecure RF)]
This will set the RF frequenc

on which the V will look for
the Vsecure key

[Medium(Vsecure RF)]
You can select the medium ¢

which the TVheeds to check
for Vsecure keys

[Symbol rate(Vsecure RF)]
If needed also the symbc

rate can be addd to
configure the REhecking

52| Page



Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

V]

Diagnostic Logging
Reset

Professional Mode S...

Power

Input Control
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

6.6.6 Serial Xpress

Professional Mode S...

Power

Input Control
Security
Vsecure
Serial Xpress
ul

Diagnostic Logging
Reset

Vsecure Keys Via USB
Vsecure Keys Via RF
Frequency (Vsecure ...
Medium(Vsecure RF)
Symbol Rate(Vsecur...
scure Key to Erase
Erase selected Key

Vsecure Keys Via USB
Vsecure Keys Via RF
Frequency (Vsecure ...
Medium(Vsecure RF)
Symbol Rate(Vsecur...
Vsecure Key to Erase

([Erase selected Key

| Baud rate

‘Shared Key

~ 0dd Key
Even Key
All

PHILIPS

[Vsecure Key to Erase]

This menu gives you contr
on selecting Vsecure keyfor
deletion

[Erase Selected Key]

When pressed the selecte
keys in [Vsecure Key Tc
Erase] will be dekted from
the TV

[BaudRate]
Here you can change th

baud mte of the SXPRJ48
port
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6.6.7 Ul

Professional Mode S... ' Display 0SD
Power

Input Control

Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

6.6.8 Diagnostic Logging

Professional Mode S... Enable
Power Destination
Input Control Frequency
Security

Vsecure

Serial Xpress

ul

Diagnostic Logging

Reset

Professional Mode S... Enable
Power " Destination
Input Control Frequency
Security

Vsecure

Serial Xpress

| Internal
usB

PHILIPS

[Display OSD]

When set to [No] the TV
g2y Qi RA&LX ¢
anymore. This will mean the
for instance the information
when zapping like channe
number and chanel name
% 2 Yy Qshowd &nymore

[Enable]

Turn the featureo by
selecting[Yeq or to off by
selecting[NQ]

[Destination]

[Internal] will log any
feedback to the internal
memory using a FIFO storing
algorithm. When choosing
[USB]the log will be purged
from the memory to the USB
with the [Frequencylthat can
be set in minutes.
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6.6.9 Reset

Professional Mode S... Reset Settings
Power Re-install TV
Input Control

Security

Vsecure

Serial Xpress

ul

Diagnostic Logging
Reset

6.7 Upgrade and clone settings
6.7.1 USB Base Upgrade and cloning

USB Based Upgrad... Clone USBto TV

RF Based Upgrade an... Clone TV to USB

Software and Clone ... Firmware Upgrade fr...
Select Clone To TV

USB Based Upgrade ...
RF Based Upgrade an...
Software and Clone ...

CloneUSBto TV

Clone TV to USB
nware Upgrade from (
SelectClone To TV

PHILIPS

[Reset Settings]

When executed all changes
the menu will be reset to the
default values

[Relnstall TV]

When executed the TV will g
to virgin mode and you will be
able to reinstall the Tdr use
[IC In this case you will los
all settings on the TV. Men
settings and channel
installation and so on

[Clone USB To Tv]

PresséOke when you want to
clone a new configuratior
from the USB drive to the TV

[Clone TV to USB]

PresstOK when you want to
copy your existing
configuration to a USB driv
for backup purposes, make
adaptations or to create ¢
masterclone

[FirmwareUpgrade from
USB]

Press 60K to perform a
firmware upgrade. Wher
pressed the TV will lookor
available software in the
WY dzLJ3 Nibldes kc&ted on
the root of the stick
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USB Based Upgrade ...
RF Based Upgrade an...
Software and Clone ...

Clone USBto TV
Clone TV to USB

MasterCloneData

6.7.2 RF Based Upgrade and cloning

USB Based Upgrade ...
RF Based Upgrade an...
Software and Clone ...

USB Based Upgrade ...
RF Based Upgrade an...
Software and Clonel ...

(WAt Upgrade and ... off

Auto-clone on Wakeup | [0R
Frequency
Clone RF to TV

Auto Upgrade and Cl...
(WAUto-clone on Wak...
Frequency
CloneRRFto TV

PHILIPS

[Select Clone To TV]

When multiple clone files art
available on the USB driv
you can use this menu ftc
select the appropate clone
to flash on the TV

The format for the Clone file
name is the following:
RoomID (5digits) CloneDa
eg. 00124CloneData

[Auto Upgrade and Clone]

When turning on theTV will
systematically check for a
upgrade being broadcaste
using the RF network

[Auto-Clone on Wakeup]

When turned[On] the TV will
check with every wake up t
see if there is a new clone fil
available. This setting can t
used to personalize the T
experience per guest. Fc
instance by adapting the
channel list

Note: This might affect the
boot time
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USB Based Upgrade ...
RF Based Upgrade an...
Software and Clone |....

USB Based Upgrade ...

RF Based Upgrade an...

Software and Clone |...

6.7.3 Softwar@and Clone information

Current Firmware and Clone
Clone Item

Firmware

Webkit

Channellist
TVSettings
WelcomelLogo
SmartinfoShow
SmartinfoBrowser

PEIEWT

Auto Upgrade and Cl...

Auto-clone on Wakeup
| Frequency

CloneRF to TV

Auto Upgrade and Cl...
Auto-clone on Wakeup
Frequency

[ Clone RF to TV

Last Clone Status

Not Available
Not Available
Not Available
Not Available
Done

Not Available
Not Available

Current Version in TV

TPN161HE_001.410.000.002
TPN161HE_001.411.000.002

28/09/2016:09:46
00/00/0000:----

PHILIPS

[Frequency]

This settingcan be used to se
the primary frequency where
the TV will chek for updates
to be available

The default will be 498Mhz

[Clone RF to TV]

After pressingdOKe this will
trigger the TV immediately tc
look far an upgrade on the R
network

When opened this will displa
all related information to the
TV software and the clone filt
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When opened this will displa
a summay of all professiona

6.7.4 Settings Overview

Professional settings

Professional mode S ettl n g S

General settings
Activity style

Colour enhancement

Color temperature

Contrast modes Best Picture
Dynamic contrast Medium
Brightness 50
Video contrast 100
Gamma (]

Super resolution On
Noise reduction Medium
MPEG artefact reduction on
Screen edges 0
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7 Channel installation wizard

To installchannels you have to go to therofessional SettindqInstall Channels].in the menu you

have a ton of options to change your channel installation. You can choose which mediums to use, to
use Analogue vs Digital and so on.

Below we willexplainthe confguration possibilities and how to install the channels.

Note: Some screens will be shown depending on your settings or selectionssoradescreens will
not be shown. Also the content of the screens is depending on your selections.

Below is the start screen when you open fhestall Channelsjtem under the professional settings.

' Channel Installation DVB-T Channels
Analog Installation S... DVB-C Channels
Analogue: Manual in... Analogue channels
DVB-T Installation S... Search For Channels
DVB-C Installation S...

Digital: Reception test
Common Digital Sett...
Reset
Done
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7.1 Configuration

G2 0SS YIRS gArff oS

(0p))
(0p))
pu
ax

¢tKS FANRG OK2AO0S (KIFG vy
search.

A choice can be made to tufon] or [Off] DVBT, DVBC and analogue channddgfore startingthe
search.

~ Channel Installation DVB-T Channels
Analog Installation S... DVB-C Channels

Analogue: Manual in... nalogue channels
DVB-T Installation S... Searc For Channels
DVB-C Installation S...
Digital: Reception test

Common Digital Sett...

For each individual medium there are specific settings that can be tweaked depending on the
installation that needs to be performed
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For analogue you can enable or disable the PAL and/or SECAM scareitWeenne is turnedOn]
the channel search will include the package during the channel search.

7.1.1 Analogue

SECAM

Channel Installation (Analog secamL's.. (oY
~ Analog Installation S... Analog PAL Scan

Analogue: Manual in...

DVB-T Installation S...

DVB-C Installation S...
Digital: Reception test

Common Digital Sett...
Reset
Done

PAL

Channel Installation
" Analog Installation S...
Analogue: Manual in...
DVB-T Installation S...
DVB-C Installation S...

Digital: Reception test
Common Digital Sett...
Reset
Done
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For DVBT the only option to chose from would be to go for pQuick] or for a[Full] scan of the
spectrum Choosing betweefQuickK] or [Full] will have an influence on the step size that is used for
scanning for channel§Quick] will scan every 8Mhz whilg~ull] will scan every 1Mhz. Of course
leading to a longer installation time.

7.1.2 DVBT

Channel Installation
Analog Installation S...
Analogue: Manual in...

-‘itallation S..

DVB-C Installation S...
Digital: Reception test
Common Digital Sett...
Reset
Done

7.1.3 DVBC

The frequency scan can have three values as seen below. This will influence the length and the depth
of the scan.

Channel Installation ' Frequency scan

Analog Installation S... Network frequency ...
Analogue: Manual in... Network frequency
DVB-T Installation S... Symbol rate mode

~ DVB-Clnstallation s...
Digital: Reception test
Common Digital Sett...

Done
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Depending on the broadcaster you can also immediatetiicate the [Network Frequency] the
[Network ID]and the[Symbol rate mode]

7.2 Digital Settings

Besides the individual medium settings you can also fifldanmon Digital settingsinenu where
AlQa LaarotsS G2 OKI y3S foadpivdSroadeaiss G A2yt AGSYa alL

[Enable LCN Sortingyhen turned[On] will provide a sorting algorithm for the channels as intended
by the broadcaster.

[Free/Scrambledwill giveyou the opportunity to showFree channels Only KSy @&2dz R2y Qi
scrambled tabe visible for the guest.

Channel Installation ble

Analog Installation S... Free/scrambled
Analogue: Manual in...

DVB-T Installation S...

DVB-C Installation S...

Digital: Reception test

| Common Digital Sett...
Reset

Done

7.3Reset

To return to the default settings you can use fReset]functionality.
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Before installing channels or possibly for checking something it might be needed to check for a signal
withouti K& ySSR F2NJ O2YLX SGSt& NBAyaGlftAy3 Fff OKL
to do so.

7.4 Signal Testing

lf a2 dzZLJANY RAY3I GKS OKIFyySt LIO1F3AS Oy 6S R2yS d
a complete channel search.

7.4.1 Analogue

L i QssibleL#2 search for channels without installing them. When opefialogue: Manual
Installation] you canlook for channels manually.

By choosing th¢System] entering the frequency ifSearch Channelnd fine tuning the channel in
[Fine Tunelyoucan check if an analogue channel can be received by the TV.

If you searched for a signal that you wish to add to a possible existing channel list you can choose
between [Store Current Channeland [Store as new channeljvhere the definitions already say
where the channel will be stored.

Channel Installation ‘E

Analog Installation S... Search channel

" Analogue: Manual i... Fine tune

DVB-T Installation S... Store as new channel
DVB-C Installation S..

Digital: Reception test
Common Digital Sett...
Reset
Done

7.4.2 Digital

[Digital Reception Testvill give you the same tools as the analogue wizard but adapted towards
digital signals.

After choosing thgBroadcast Typelou will be able tgSearch]for a frequency. Oncéound the
channel can also be stored if needed.
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Channel Installation

Analog Installation S...
Analogue: Manual in...
DVB-T Installation S...

DVB-C Installation S...
_ Digital: Reception test
Common Digital Sett...
Reset
Done

7.5 Installing channels

If you are looking for a complete install and not an addition to an existing chésinat explained in
the previous paragraph then you can perforrfCéannel Installation]

Before starting the full scan you can indicate to the TV which mediums need to be scanned.
wSYSYOSNI GKFG Fye 2F GKS &Sidwilleare inth ¢ffed Whsn aLINE G A 2
medium is turnedOn].

When[Search For Channels] pressed the TV Witart the installation wizard and ask you if you are
looking to update an existing installation or if you are looking to start from scratch.

~ Channel Installation DVB-T Channels

Analog Installation S... DVB-C Channels
Analogue: Manual in... Analogue channels
DVB-T Installation S... For Channels
DVB-C Installation S...

Digital: Reception test
Common Digital Sett...
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When[Update Channelsis pressed the TV will look for any changes in the RF network and will adapt
the curent channel list to reflect those changes.

Select Re-install channels to ‘ghannels
search and store all channels. Re-install Channels

Select update channels to update
your current list.

R

When[RelInstall Channels]s pressed the TV will ask you for all the necessary input such as Country
and Broadcaster. Once all necessary questions have been answered the TV will remove any current
channel st and will start creating a new one.

Choosing th€ountry

Select your country, then Bulgaria
press OK Croatia
Czech Republic

Estonia
Finland
France

Georgia

~ Germany

Greece
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Choosing the broadcaster

Select broadcaster Kabel Deutschland / ...
Kabel Deutschland / ...
Unitymedia

Starting the search

Start to search channels now. This can take a few minutes.

e
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Searching channels

System searching. Please wait. Digital channels found

Analogue channels found

Step 1:

Total progress:

Search completed

Channel search complete Digital channels found

Analogue channels found

After [Re-Install Channelsfinishes successfully you will end up with a rehvannellist.
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8 Smartinfo

The Smartinfo feature can be used in two ways, as a picture slide [Sfmw] or asinteractive
pagegBrowser]. The two ways of using Smartlrdoe not complementary and cannot be used both
at the same time. Smartinfo can dispiyk S LJA O dzNBa 2 NJ { SParthf&odLI 3Sa o6&

8.1 Smartinfo Show

Smartinfo used as Show contains pictures uploaded in TV memory which are changed by the TV set
automatically every 8 seconds. The pictures are displayed in a loop and the guest cannot influence
the speed or the order of displaying.

How to uplad picturedfor Smartinfo Show:

1 Create JPEG graphics files with a maximum resolution of 1920 x 1080 pixels. Pictures with
lower resolutionwill be upscaled to 1920x1080 pixels
File name should be: file_01.jpg
For multiple picture files the names should be consecutiZgample for 4 pictures in
Smartind

o file_01l.jpg

o file_02.jpg

o file_03.jpg

o file_04.jpg
Save thdiles into to following folder on your USB device:
TPN161HE_CloneDatdasterCloneDateSmartinfoShow
The folderdiTPN161HE_CloneDatshould be inhe root of theUSB flash drive
Switch ON the T\hsert the USBwith the new content
Go to[Professional settings[Upgrade and Clonsettingg [USB Based UpgradéTlone USB
toTVM YSydz QKR GRNBSdBX Z#F R (KS LIAOGIINBAE Ay (KS
9 Once done, exitProfessionakettingg and reboot the TV and check you changes

1
1

= =

= =4

8.2 Smartinfo Browser

Smartinfo used as Browser will displgne content you created with CMND. This content can be
stored on the TV locally or on a dedicated server.

How to uploa content for Smartinf@rowser:
9 Create the contentvith CMND
1 Save the files into to following folder:
TPN161HE_CloneDatdasterCloneDateSmartinf@rowsek
The folderdTPN161HE_CloneDatshould be inte root of the USB flash drive
Switch ON the T\ihsert the USBwith the new content
Go to[Professional settings[Upgrade and Clonesettingg [USB Based Upgrade]Clone
USBtoT® YSydz QMR LBBarf #F R GKS LIAOGdNBAa Ay (KS
1 Once done, exitProfessional settingsand reboot the TV and check you changes

= =
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9 MyChoice

In this manual we will cover only the configuration of MyChoice on the TV, all details about the
account and credits are covered in a different manual. Please contact your TP Vision country sales
manager to setup an account and buy the credits.

Duringthe installation of the TV sets please collect the following information:

Room number TV model Serial number

101 xxHFL3011D/10 FZ1AMXXX XXXX XXXX

Room number, TV model and serial humber are required on MyChoice website when rooms are
configured. Makesure that all values are correct because the MyChoice website is generating pin
codes based on this information. You can gather all these details during the installation and
afterwards enter them in the administration part of the MyChoice website.

How toconfigure the MyChoice is described below:

¢KS Y2a80G AYLRNIFIyG aGSLI F2NJ aé/ K2A0S Aa GKS Of 2
the correct time, MyChoice will display the following messdggChoice is not available, please
contact the eception.

¢2 aSi dz) GKS Ot 201 O2NNBOGfe LXSIFasS NBFSN G2 OK

Enter the Professional menu go ©tock setupand configure the Download program.

Das Erste HD
ZDF HD

RTL HD
Sat.1 HD
ProSieben HD
RTL2HD
kabel eins HD
VOX HD

3Sat HD
ServusTV HD
WDR Kéin HD

RoomID Date & Time Source
Smartinfo | Date & Time Sourc...
ThemeTV Timezone Country
MyChoice Automatic Daylight ...
Scheduling Time offset

Date & Time

Switch off timer
On Screen Clock
External Clock
Welcome Logo
USB Autoplay

© ® N A W N =

para—
HN

Afterwards define the country in which the TV is installed.
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RoomiD Date & Time Source Bulgaria
Smartinfo Date & Time Source ... Croatia

ThemeTV ~ Timezone Country Czech Republic
MyChoice Automatic Daylight ... Denmark
Scheduling Time offset Estonia

Date & Time Finland

Switch off timer France
On Screen Clock Georgia
External Clock Germany
Welcome Logo Greece
USB Autoplay

And if it is required the Time offset.
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